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Teplovodiva pasta KP100 od spolecnosti Kerafol

Némecka spolecnost Kerafol pfichazi s teplovodivou jednoslozkovou silikonovou pastou s keramickym
plnivem. Jedna se o produkt s vysokou tepelnou vodivosti. Pouziti mize najit pfi chlazeni vykonnovych
elektronickych soucastek napf. zaloZzenych na tranzistorech MOSFET s technologii karbidu kfemiku (SiC).
PFi tloustce vrstvy <25 uym a specialnimu plnivu mize tento produkt pfi zkouskach vyrazné zvysit odolnost
pfi vykonovém cyklovani.

Vlastnosti
¢ jednoducha aplikace

e vynikajici vysledky zatézovych vykonovych cykll pfi
zkou$kach

e dostupnost v mnoha formach baleni (injekéni davkovag,
kartuse, dale v nadobach pro 0,5kg, 1kg a 25kg)

Vybrana technicka data

Barva Seda
Material siIikonovi' '|ednosloikovi' S keramicki'm ilnivem
Tepelna vodivost [W/mK]** 50
AT [°C] 1,9
Fyzikalni vlastnosti
Rozsah pracovnich teplot [°C] -60 °C ~ +200 °C
Hustota [g/cm?] 1,4
Viskozita [Pas]*** 30 ~ 60

* Méfeno pfi tloustce 0,025 mm
** Referenéni hodnota: Stara metoda méreni
*** Smykova rychlost 4,6s71/25°C

Porovnani nékterych parametri teplovodivych past Kerafol

KP97 KP98 KP99 KP12 KP14 KP100
Barva bila Seda antracitova stfibrna tmavé Seda Seda
Obsah silikonu ano ano ano ne ne ano
AT [°C] 1,6 1,4 1,2 1,2 1,2 1,9
Tepelna vodivost [W/mK] 5,2 6,0 9,2 10,0 10,0 5,0
Hustota [g/cm3] 2,1 2,2 1,9 1,4 2,2 1,4
Pracovni teplota [°C] -60~+200 | -60~+200 -60~+200 | -60~+150 | -60~+150 -60~+200

Odkazy
E-shop spolecnosti ECOM s.r.o. s piehledem produktu spole¢nosti Kerafol
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Clanky od vyrobce Kerafol k produktu KP100

KP 100
KERATHERM® Thermal Grease

Benefits

- High thermal performance

- Easy to apply

- Available in different packaging forms
(syringe, cartridges, cans & hobbocks)

- Outstanding long-term test results at power
cycle test with Semiconductors

- Very low bond line thickness

Properties Unit

Colour grey

Thermal Properties*
Thermal conductivity A** W/mK 5.0
DeltaT °C 19

Mechanical Properties

Measured thickness

(+/10%) mm 0.025

RhysicallRroperties KERATHERM® Thermal Greases are ceramic-

Application temperature °C -60 to +200 filled single component silicones with a
high thermal conductivity.

Density glem? 14

Viscosity*** Pas 20-60 The thermal paste KP100 sets new standards

in terms of cooling high-performance elect-
* Measured @ thickness 0.025 mm  ** reference value: old measure- fonie:componants SUCh_aS S‘C‘ MOSFETS. Due
rrentmethad to its ultra-thin bond-line thickness of < 25
*+* Shear rate 4.65'/ 25°C um and its special filling, this thermal com-
pound can lead to a massive improvement
in terms of resistance to power cycle tests.

Special packing on request!

Data for engineer guidance only. Observed performance varies in application. Engineers are reminded to test the material in application.
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